
 
 

  CENTRIFUGAL FAN                                                    
   FCF-1000 / - 1600 / 3200 / - 5000 / - 6500 / - 9000 / - 12000 / 15000 / - 18000 
  
 
       

 
                                  
  
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
  
 
 

         SPECIFICATIONS: 

Model 
Output 
Volume 

(m3/hour) 

Required 
power  
(kW) 

Pressure 
Column     

(mmH2O) 

 
Outside dimensions 

AxCxDxExF (mm) 
Weight 

(kG) 

FCF-1000 1000 0.37 50 360 550 360 120 110 35 
FCF-1600 1600 0.75 70 400 650 400 160 150 40 
FCF-3200 3200 1.5 100 460 695 460 180 200 45 
FCF-5000 5000 2.2 120 540 695 540 220 240 55 
FCF-6500 6500 4 150 600 695 700 260 280 65 
FCF-9000 9000 5.5 200 720 695 795 280 300 80 

FCF-12000 12000 7.5 250 800 890 780 320 350 80 
FCF-15000 15000 11 300 860 950 890 380 400 80 
FCF-18000 18000 15 350 980 1065 1100 420 450 80 
FCF-30000 30000 22 250 1280 1200 1285 460 500 80 

FEATURES: 
• The Centrifugal Fan type is a highly effective centrifugal fan for medium pressures designed for commercial and 

industrial handling of clean air, air containing dust, and gasses. 
• Fan Wheels balanced at factory prior to shipment is standard. Each wheel is dynamically and kinetically balanced 

with state-of-the-art equipment. Each fan is also test run prior to shipment to check any potential motor problems. 
• Materials of Construction include mild steel painted with high quality equipment coating or stainless steel. Other 

materials and/or coatings are available upon request. 
• Versatile Orientation is standard on all NPT fans. The discharge direction can be changed to discharge up, down, 

horizontal or midway between each direction. Motors may be mounted left or right of the shaft depending on field 
requirements. 

• The fan is constructed of steel plate normally. 
• Easy to operate machine and maintain. 
• Low maintenance costs and one-year parts warranty. 

NPT Group 
H.O: 161/28/21 
Binh Tri Dong Street 
Binh Tan District, HCMC 
Vietnam. 
 
Tel:  +848. 54072938 
Cell: +84 918 183 497 
Fax: + 848. 62601256 
E-mail: engineering@npt-group.com 

Varesin  
B.O: Local 13 
Corregimiento Pueblo Nuevo 
Urbanizacion Las Praderas 
Panama. 
 
Tel/Fax: + 224-2575, 392-3575 
Tel/Cell: + 6614-1826 
Website: www.faricela.com 
E-mail: ventas@faricela.com

Distributors: 
 


